
RNAV- STANDARD Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except 

US DEPARTMENT OF TRANSPORTATION INSTRUMENTAPPROACHPROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Celings are in feet 

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 a beNe airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which 
are in statute miles or in feet RVR. 

TERMINAL ROUTES MISSED APPROACH 

FROM TO COURSE AND DISTANCE ALTITUDE LPV:DA 

STWVOR/DME ZELEN (FB) 172.48 I 20.83 
LNAVNNAV: DA 

3000 LNAV: RW05 

ZELEN (IAF) KWITE(FB) 116.0816.92 2000 
CLIMB TO 2000 DIRECT MIKEF AND HOLD. 

SBJ VOR/DME (IAF) KWITE(FB) 078.91 19.01 2000 
' 

KWITE(IF) HOSBE(FB) 049.01 I 6.84 1800 

HOSBE (FAF) RW05(FO) 049.07 I 4.20 

RW05(MAP) 587 MSL 049.07 

587 MSL MIKEF (FO) 2000 
ADDITIONAL FUGHT DATA: 

HOLD SW, RT, 049.10 INBOUND. 
CHART FAS OBST: 548 MNMT 404646NI0742623W 
CHART FAS OBST: 609 TREE 404553NI0742739W 
DISTANCE TO THLD FROM 634 HATH: 1.54 NM. 
CHART VDP AT 1.67 MILES TO RW05* 
*LNAV ONLY. 

1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF WAAS CHANNEL# 97720 

2. PROFii:E STARTS AT KWITE 
-- REFERENCE PATH ID: W05A 

L TP HAE: 22.6 M 

3. FAC: 049.07 FAF:HOSBE DIST FAF TO MAP: 4.20 THLD: 4.20 

4. MIN. ALT: KWITE 2000, HOSBE 1800 

5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GSANT: 

6. MIN GS INCPT: 1800 GS ALT AT: HOSBE 1800 OM: ""M"M: IM: 

7. GSANGLE: 3.50 TCH:59.0 34:1 IS NOT CLEAR 

8. MSA FROM: RW05 2900 MAG VAR: 13W EPOCH YEAR: 2005 

MINIMUMS 

TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: N A I STANDARD@ 

CATEGORY =====> A B c D E 

DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA 
LPVDA 816 1 718 634 816 1 718 634 816 1 718 634 NA 

LNAVNNAVDA 894 2114 712 894 2114 712 894 2114 712 NA 

LNAVMDA 860 1 678 860 1 678 860 1 718 678 860 1 718 678 

CIRCLING 900 1 713 900 1 713 900 2 713 1000 2 314 813 

NOTES: 
CHART NOTE: CIRCLING TO RWY 13-31 NA AT NIGHT. ~ CAT D 900-2 314 
CHART NOTE: VDP AND BARO-VNAV NA WHEN USING NEWARK ALTIMETER SETTING. NA WHEN LOCAL WEATHER NOT AVAILABLE. 

CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAVNNAV NA BELOW -15C (SF) OR ABOVE 54C (130F). r, 

CHART NOTE: DMEIDME RNP-0.3 NA. 
(SEE FORM 8260-10) 
CITY AND STATE ELEVATION: 187 THRE: 182 FACIUTY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP: 

MORRISTOWN, NJ AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 5, AMDT 3A AMDT: 3 
RNAV 

MORRISTOWN MUNI DATED 0210912012 
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US DEPARTMENT OF TRANSPORTATION. FEDERAL AVIATION ADMINISTRATION 

RNAV- STANDARD 
INSTRUMENT APPROACH PROCEDURE- TITLE 14 CFR PART 97.33 

NOTES, (CONT.): 
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA. TCH, and RA. Altitudes are minimum altitudes unless otherwise Indicated. 
Ceilings are in feet above alpert elevation. Distances are In nautical miles unless otherwise Indicated, 
except visibilities which are in statute miles or in feet RVR. 

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON SBJ VORIDME AIRWAY RADIALS 028 CW 147. 
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE NEWARK ALTIMETER SETTING: INCREASE 
LPV DA TO 870 FEET AND ALL CATS VISIBILITY 1/8 MILE; INCREASE LNAVNNAV DA TO 948 FEET AND ALL CATS 
VISIBILITY 1/4 MILE; INCREASE ALL MDA 60 FEET AND LNAV CATS C/D VISIBILITY 1/8 MILE AND CIRCLING 
CAT C VISIBILITY 1/4 MILE. 

CITY AND STATE 

MORRISTOWN, NJ 

ELEVATION: 187 

AIRPORT NAME: 

THRE: 182 FACIUTY 
IDENTIFIER: 

PROCEDURE NO./ AMDT NO.IEFFECTIVE DATE: 
RNAV (GPS) RWY 5, AMDT 3A 

RNAV 
MORRISTOWN MUNI 

FAA FORM 8260-10 I April 2006 (Computer Generated) 

SUP: 

AMDT: 3 

DATED: 02/09/2012 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICE· FAR PART 97.33 

Bearings, headings. courses, and radials are magnetic. Elevations and altitudes are in feet. MSL. 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

FAS DATA BLOCK INFORMATION 

DATA FIELD 

OPERATION TYPE 
SBAS SERVICE PROVIDER IDENTIFIER 
AIRPORT IDENTIFIER 
RUNWAY 
APPROACH PERFORMANCE DESIGNATOR 
ROUTE INDICATOR 
REFERENCE PATH DATA SELECTOR 
REFERENCE PATH IDENTIFIER (APPROACH ID) 
L TP/FTP LATITUDE 
L TP/FTP LONGITUDE 
L TP/FTP ELLIPSOIDAL HEIGHT 
FPAP LATITUDE 
FPAP LONGITUDE 
THRESHOLD CROSSING HEIGHT (TCH) 
TCH UNITS SELECTOR (METERS OR FEET USED) 
GLIDEPATH ANGLE (GPA) 
COURSE WIDTH AT THRESHOLD 
LENGTH OFFSET 
HORIZONTAL ALERT LIMIT (HAL) 
VERTICAL ALERT LIMIT (VAL) 

CRC REMAINDER 

ADDITIONAL PATH POINT RECORD INFORMATION 

ICAOCODE 
L TP ORTHOMETRIC HEIGHT 
FPAP ORTHOMETRIC HEIGHT 

CITY AND STATE 

MORRISTOWN, NJ 

ELEVATION: 187 

AIRPORT NAME: 

THRE: 182 

MORRISTOWN MUNI 

FAA FORM 8260-10 I April 2006 (Computer Generated) 

DATA 

0 
0 
KMMU 
RW05 
0 

0 
W05A 
404 735.17 45N 
0742509.2715W 
+00226 
404847.2000N 
07 42400.1300W 
00059.0 
F 
03.50 
106.75 
0920 
40.0 
50.0 

879A004D 

K6 
+00554 
+00554 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 5, AMDT 3A 

AMDT: 3 

DATED: 02/09/2012 
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U.S. DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES- FAR PART 97.33 

Bearings. headings, courses. and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT. HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

ARINC PACKET - 424-18 RNAV (GPS) 

NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUS AD 
SUS AD 

SBJ 
STW 

K6011290VDLA N40345896W074443046 
K6010960VDL N40594495W074520851 

N40345896W074443046W0100001891 
N40594495W074520851W0110009201 

NARSOLBERG 
NARSTILLWATER 

1 5 7 0 
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

-------- ---------- --------- --------- --------- --------- --------
S"JSAEAENRT HOSBE K60 w N40441162W074282437 W0128 NAR HOSBE 
SlJSAEAENRT KWITE K60 w N40383930W074334198 W0127 NAR KWITE 
SUSAEAENRT MIKEF K60 w N40531461W074194299 W0129 NAR MIKEF 
SUSAEAENRT ZELEN K60 w N40401358W074423296 W0127 NAR ZELEN 

1 2 3 4 5 6 7 8 9 0 1 2 3 
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP ~JK6AMMU 0 059YHN40475760W074245360W013000187 1800018000C MNAR MORRISTOWN MUNI 

1 2 3 4 5 6 7 8 9 0 1 2 3 
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

-------- --------
SlJSAP KMMUK6FR05 ASBJ 010SBJ K6D OV A IF 18000 A JS 
SUSAP KMMUK6FR05 ASBJ 020KWITEK6EAOEE B 010TF 07890090 + 02000 A JS 
S:JSAP KMMUK6FR05 ASTW 010STW K6D OV IF 18000 A JS 
SUSAP KMMUK6FR05 ASTW 020ZELENK6EAOE A 020TF 17250208 + 03000 A JS 
SUSAP KMMUK6FR05 ASTW 030KWITEK6EAOEE B 010TF 11610069 + 02000 A JS 
SUSAP KMMUK6FR05 R 010KWITEK6EAOE I IF + 02000 18000 A JS 
SUSAP KMMUK6FR05 R 0 2 OHOSBEK6EA1E F 051TF 04900068 + 01800 RW05 K6PGA JS 
SUSAP KMMUK6FROS R 020HOSBEK6EA2WALPV ALNAV/VNAV ALNAV JS 
SUSAP KMMUK6FR05 R 030RWOS K6PGOGY M 031TF 04910042 00241 -350 A JS 
SUSAP KMM"'JK6FRO 5 R 040 0 M CA 0491 + 00587 A JS 
SUSAP KMMUK6FR05 R 050MIKEFK6EAOEY DF + 02000 A JS 
SUSAP KMMUK6FR05 R 060MIKEFK6EAOEE R HM 04 910040 + 02000 A JS 

~---------.. -~ 
1 2 3 4 5 6 7 8 9 0 1 2 3 

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SlJSAP KMMUK6GRWOS 0059980491 N40473517W074250927+0000 +0022600182000059150R 

1 4 5 6 7 8 9 0 1 2 3 
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KMMUK6PR05 RW05 001 OOOOW05AON4047351745W07425092715+002260350N4048472000W07424001300106750920000590F400500879A004D 

CITY AND STATE 
MORRISTOWN, NJ 

ELEVATION 187 THRE: 182 

AIRPORT NAME: 
MORRISTOWN MUNI 

FAA FORM 8260 -10 I April2006 (Computer Generated) 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO. I AMDT NO.I EFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 5, AMDT 3A 

AMDT: 3 

DATED: 0210912012 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES· FAR PART 97.33 

SUSAP KMMUK6PROS RWOS 002E •OC554+00554LPV 97720 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL. 
except HAT, HAA. TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feel RVR 

1 2 3 4 5 6 7 8 9 0 1 2 3 
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KMMUK6SRW05 K6PG 

CITY AND STATE 
MORRISTOWN, NJ 

c 18018002925 

ELEVATION: 187 THRE: 182 

AIRPORT NAME: 
MORRISTOWN MUNI 

FAA FORM 8260-10 I April2006 (Computer Generated) 

FACILITY 
IDENTIFIER: 

I RNAV 

M 

PROCEDURE NO. I AMDT NO. I EFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 5, AMDT 3A 

AMDT: 3 

DATED: 02/09/2012 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 

FLIGHT STANDARDS SERVICES- FAR PART 97.33 indicated. except visibilities which are in statute miles or in feet RVR. 

ARINC SUMMARY - 424-18 - RNAV (GPS) 

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG(TRUE) DISTANCE ALTITUDE SPEED 

SBJ SBJ 010 IAF IF FB 
SBJ KWITE 020 TF FB 1.0 078.9(065.9T) 009.0 AA 02000 
STW STW 010 IF FB 
STW ZELEN 020 IAF TF FB 2.0 172.5 (159. ST) 020.8 AA 03000 
STW KWITE 030 TF FB 1.0 116.1(103.1T) 006.9 AA 02000 

KWITE 010 FACF IF FB AA 02000 
HOSBE 020 FAF TF FB 0.5 049.0(036.0T) 006.8 AA 01800 
RW05 03 0 MAP TF FO 0.3 049.1(036.1T) 004.2 AT 00241 

MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG{TRUE) DISTANCE ALTITUDE SPEED 

040 CA FB 049.1(036.1T) AA 00587 
MIKEF 050 DF FO AA 02000 
MIKEF 060 HM R FO 049.1{036 1T) 004.0 AA 02000 

POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS 

SBJ N403458.96 W0744430.46 N4034.983 W07444.508 
STW N405944.95 W0745208 51 N4059.749 W07452.142 
HOSBE N404411. 62 W0742824.37 N4044.194 W07428.406 
KWITE N403839.30 W0743341.98 N4038.655 W07433.700 
MIKEF N405314.61 W0741942.99 N4053.244 W07419. 717 
ZELEN N404013. 58 W0744232.96 N4040.226 W07442.549 
RW05 N404735.17 W0742509.27 N4047.586 W07425.155 

RUNWAY DATA THRESHOLD 
RWY ELEVATION TCH 

RW05 00182 59 

>0,\ ~i/--" 

,? 
,. 

2 
:::''>...,. ..Q ,..,;:'-',· 

CITY AND STATE ELEVATION 187 THRE: 182 FACILITY PROCEDURE NO. I AMDT NO. I EFFECTIVE DATE: 
. 

SUP: 
MORRISTOWN, NJ AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 5, AMDT 3A 

MORRISTOWN MUNI 

I 
AMDT: 3 

RNAV DATED: 02/09/2012 
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