ILS - STANDARD Bearings, headings, courses, and radials are magnetic. Elevationsand andesam in feet,‘MSl_, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, H‘f“\’ TCH, av_rd RA.. Altitudes aagf minin-xum a!ﬁtudes utiessothgw indicated. Celuf\g';s are in fget
FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.29 abofe airport elgvahon._ Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM LS COURSE AND DISTANCE ALTITUDE E-gCD: 90 MILES AFTER RROBN/5.98 DME/RADAR OR AT I-FVH
ZAGTU INT/-FVH 12,56 RROBN#A-FVH 5.98 DME/RADAR 357.0216.59 (I-FVH) 2500 1.08 DME FiX ) i
DME/RADAR (IFIIAF)
CLIMB TO 2000 THEN CLIMBING RIGHT TURN TO 4000 DIRECT
TNU VOR/DME AND HOLD, OR AS DIRECTED BY ATC.
AL EBE%IE MA: CLIMB TO 1500 THEN CLIMBING LEFT TURN TO
4000 DIRECT DSM VORTAC AND HOLD $W, RT, 042.03 INBOUND.
ADDITIONAL FLIGHT DATA:
HOLD NE, RT, 236.01 INBOUND.
CHART IN PLANVIEW: ALTERNATE MA HOLDING, HOLD SW
DSM VORTAC, RT, 042.03 INBOUND
CHART FAS OBST: 967 TRMSN POLE 414031N/0933346W
CHART VDP AT 1.98 DME*;
Pﬂg‘gAgSEYVDP TO THLD 0.90 MILES.
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF {IAF) CHART IN PLANVIEW: DSM VORTAC.
2. PROFILE STARTS AT ZAGTU INT/-FVH 12.56 DME/RADAR
3. FAC: 357.02 FAF: RROBN/I-FVH 5.98 DME/RADAR DIST FAF TO MAP: 480 THLD: 4.90
4. MiN. ALT: ZAGTU 3000, RROBN/I-FVH 5.98 DME/RADAR 2500, PARRI/I-FVH 3.68 DME/RADAR 1760*
5. DIST TO THLD FROM OM: - MM: - M - 150 HAT: - 100 HAT: - GSANT: 1048
6. MIN GS INCPT: 2500 GS ALT AT:RROBN 2500 OM: - NMM: - IM: -
7. GS ANGLE: 3.00 TCH:51.7
8. MSA FROM: TNU VOR/DME 4000 MAG VAR: 3E EPOCH YEAR: 2000
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA l X !
CATEGORY ====m= A B C D E
DH/MDA VIS HAT/HAA| DH/MDA VIS HAT/HAA|DH/MDA VIS HAT/HAA | DHIMDA VIS HAT/HAA { DH/MDA VIS HATIHAA
S4LS 36 1138 3/4 250 1138 34 250 1138 314 250 NA
S$-L.OC 36 1220 1 332 1220 1 332 1220 1 332 NA
CIRCLING 1560 1 650 1560 1 650 1560 1344 650 NA
NOTES:
CHART NOTE: CIRCLING TO RWY 22 NA AT NIGHT.
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT ZAGTU ON V77 SOUTHWEST BOUND. g ‘{)
CHART PLANVIEW NOTE: DME OR RADAR REQUIRED.
CHART PROFILE NOTE: VGSI AND ILS GLIDEPATH NOT COINCIDENT. > 2
(SEE FORM 8260-10) // AN
CITY AND STATE ELEVATION: 910 THRE: 888 FACILITY PROCEDURE NO.JAMDT NO./EFFECTIVE DATE: SUP:
ANKENY, 1A AIRPORT NAME: IDEN;I?K}ER: ILS OR LOC RWY 36, AMDT 2 AMDT: 1
ANKENY RGNL 2MAY 2013 DATED  07/02/2008
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

ILS - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles uniess otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):
CHART NOTE: VDP NA WITH DES MOINES ALTIMETER SETTING.
CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 3/4 SM NOT AUTHORIZED.

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE DES MOINES ALTIMETER SETTING AND
INCREASE ALL DA 31 FEET AND ALL MDA 40 FEET. INCREASE $-ILS 36 VISIBILITY 1/8 MILE ALL CATS, AND

CIRCLING CAT C VISIBILITY 1/4 MILE.
CHART NOTE: DME OR RADAR REQUIRED.

CITY AND STATE ELEVATION: 910 THRE: 888 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: sup:
ANKENY, 1A AIRPORT NAME: 'DE"‘lT;SifRi ILS OR LOC RWY 36, AMDT 2 VDT y
ANKENY RGNL 2 MAY 2013 DATED. _ 07/02/2008

FAA FORM 8260-10/ April 2006 (Computer Generated)
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

— .. ILS STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

FLIGHT STANDARDS SERVICES - FAR PART 97.29 indicated, except visibilities which are in statute miles or in feet RVR,

ARINC PACKET - 424-18 - ILS

1 2 3 4 5 6 7 8 g 0 1 2 3
NAVAID 123456789%90123456789012345678901234567890123456783012345678901234567890123456789012345678%0123456789012345678901234567890123456789012
SUSAD TNU K3011250VDL  N41470198W093063252 N41470198W093063252E0030009891 NARNEWTCON
SUSAD KIKVKR IFVH K3011110 IT IFVHN41420222W0983340104 0098250 NARANKENY RGNL
1 2 3 4 5 & 7 8 9 0 1 2 3
WP 1234567890123456789012345678901234567859012345678901234567890123456789012345678901234567890123456783012345678901234567890123456783012
SUSAEAENRT RROBN K30 C N41360304W093335712 EQOLL NAR RROBN
SUSAEAENRT ZAGTU K30 c I, N41292782W093335731 BEOQL2 NAR ZAGTU
1 2 3 4 5 6 7 8 g 0 1 2 3
ATRPORT 12345678%01234567890123456789012345678901234567890123456785012345678%90123456785901234567830123456789012345678501234567850123456788012
SUSAP KIKVK3AIKV [ OB55YHN41412810W053335840E003000210 1800018000C MNAR ANKENY RGHL
1 2 3 4 5 53 7 8 g 4] 1 2 3
SEGMENT 1234567880123456789012345678901234567830123456789012345678901234567890123456789012345678901234567890123456789012345678%90123456783012
SUSAP KIKVK3FI3& I 010ZAGTUK3EAQE D IF IFVHK3 17700126 PI J 030000250018000 0 NS
SUSAP KIKVK3FI36 I 020RROBNK3EAQE F CF IFVHK3 1770006035700066PI H (0250002500 ~300TNU K3D 0 NS
SUSAP KIKVK3FI3g I 030RW36 K3PGOGY M CF IFVHK3 1770001135700049PT 00939 -300 0 NS
SUSAP KIKVK3FI36 I 040 ¢ M Ca 3570 + 02000 0 NS
SUSAP KIKVK3FI3s I 0SOTNU  K3D OVY DF + 04000 0 NS
SUSAP KIKVK3FI3é I Q60TNU K3D QVE R HM 2360T010 + 04000 0 NS
1 2 3 4 5 6 7 8 9 Q 1 2 3
RUNWAY 12345678%012345678201234567890123456783012345678801234567850123456783012345678801234567850123456789012345678901234567850123456785012
SUSAP KIKVKIGRW36 0055003570 N41405721W0833358698+0300 +0239300888000052100IIFVH1
1 2 3 4 5 & 7 8 9 4] 1 2 3
Ins 12345678901234567890123456788012345678901234567890123486785012345678501234567890123456789012345678%012345678901234567890123456789012
SUSAP KIKVK3IIFVH1 O1l1110RW36 N41420152W0933356563570N41410756W0933351561050 10480600300E00305200875
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 12345678901234567890123456789012345678901234567890123456789012345678801234567890123456789012345678%8012345678001234567890123456789012
SUSAP KIKVK3ISTNU KiaD 4] 18018004025
CITY AND STATE ) ELEVATION: 910 THRE: 888 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
ANKENY, 1A AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 36, AMDT 2
ANKENY RGNL. 2 MAY 2013 AMDT; 1
I-FVH
DATED:  07/02/2009

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 3 of 6 Pages



clive bond
Typewritten Text
2 MAY 2013


U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
— ILS STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - ILS

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
ZAGTU 010 FACF  IF FB AA 03000 GI 02500
RROBN 020 FAF CF FB 357.00) 006.6 GI 02500 GS 02500
RW36 030 MAP CF FO 357.0() 004.9 AT 00939
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 cA FB 357.0() AA 02000
TNU 050 DF FO AA 04000
TNU 060 HM R FO 236.0() T01.0 AA 04000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
NV N414701.98 W0930632.52 N4147.033 W09306.542
IFVH (DME) N414202.22 W0933401.04 N4142.037 W09334.017
RROBN N413603.04 W0933357.12 N4136.051 W09333.952
ZAGTU N412927.82 W0933357.31 N4129.464 W09333.955
RW36 N414057.21 W0933356.98 N4140.954 W09333.950
IFVH (LOC) N414201.92 W0933356.96 N4142.032 W09333.949
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW36 00888 52
e
o o1
<
A ,n'(»."
CITY AND STATE ELEVATION: 910 THRE: 888 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
ANKENY, 1A AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 36, AMDT 2
ANKENY RGNL 2 MAY 2013 AMDT: 1
-FVH
-FVI DATED:  07/02/2009
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 6 Pages
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

— LOC STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - LOC

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 1234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456783901234567890123456789012
SUSAD TNU K3011250VDL N41470198W093063252 N41470198W093063252E0030009891 NARNEWTON
SUSAD KIKVK3 IFVH K3011110 IT IFVHN41420222W093340104 009250 NARANKENY RGNL
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT PARRI K30 C N41382111W093335705 E0011 NAR PARRI
SUSAEAENRT RROBN K30 C N41360304W093335712 E0011 NAR RROBN
SUSAEAENRT ZAGTU K30 C L N41292782W093335731 EQ012 NAR ZAGTU
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KIKVK3AIKV 0 055YHN41412810W093335940E003000910 1800018000C MNAR ANKENY RGNL
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456783012
SUSAP KIKVK3FL36 L 010ZAGTUK3EAQOE D IF IFVHK3 17700126 PI + 03000 18000 0 NS
SUSAP KIKVK3FL36 L 020RROBNK3EAQE F CF IFVHK3 1770006035700066PI + 02500 TNU K3D 0 NS
SUSAP KIKVK3FL36 L 021PARRIK3EAQE S CF IFVHK3 1770003735700023PI + 01760 -301 0 NS
SUSAP KIKVK3FL36 L 030RW36 K3PGOGY M CF IFVHK3 1770001135700026PI 00939 -301 0 NS
SUSAP KIKVK3FL36 L 040 0 M Cca 3570 + 02000 0 NS
SUSAP KIKVK3FL36 L 050TNU K3D 0VY DF + 04000 0 NS
SUSAP KIKVK3FL36 L 060TNU K3D OVE R HM 2360T010 + 04000 0 NS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 1234567890123456789012345678901234567890123456789012345678901234567839012345678901234567890123456789012345678901234567890123456789012
SUSAP KIKVK3GRW36 0055003570 N41405721W093335698+0300 +0239300888000052100ITFVH1
1 2 3 4 5 6 7 8 9 0 1 2 3
ILS 123456789012345678901234567890123456789012345678390123456783901234567890123456789012345678901234567890123456789012345678901234567839012

SUSAP KIKVK3IIFVH1 011110RW36 N41420192W0933356963570N41410756W0933351561050 10480600300E00305200875

1 2 3 4 5 6 7 8 9 0 1 2 3

MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456783012
SUSAP KIKVK3ISTNU K3D 0 18018004025 M - "?;

AR S

CITY AND STATE ELEVATION: 910 THRE: 888 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
ANKENY, IA AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 36, AMDT 2
ANKENY RGNL 5 MAY 2013 AMDT: 1
I-FVH DATED:  07/02/2009

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 5 of 6 Pages


clive bond
Typewritten Text
2 MAY 2013


U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL. AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL.,
except HAT, HAA, TCH, and RA. Altitudes are minimum aititudes unless otherwise indicated.
o LOC STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC SUMMARY - 424-18 - LOC
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNE MAG (TRUE) DISTANCE ALTITUDE SPEED
ZAGTU gl FACF IF FB AA Q3000
RROBN 020 FAF CF FB 357.04) 006.6 AR 02500
PARRI 021 SDF CF FB 387.00) 002.3 AA Q1760
RW36 030 MAP CF FO 357.00) 002.6 AT 00539
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE ~ SPEED
040 CA FB 357.04() AA 02000
TNU 050 DF FO AA Q4000
TNU 060 HM R FO 236.0¢) T01.0 AA 04000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
TNU N414701.98 W0830632.52 N4147.033 W09306.542
IFVH (DME} N414202.22 W(0933401.04 N4142.037 W09334.017
PARRI N413821.11 W0933357.05 N4138.352 W028133,851
RROBN N413603.04 W0833357.12 N4136.051 W09333.9352
ZAGTU N412927.82 W0933357.31 N4129.464 W09333.955
RW36 ) N414057.21 W0933356.98 N4140.954 W09333.3850
IFVH (LOC) N414201,92 W0833356.9¢6 N4142.032 W09333.949
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW36 00888 52
ST
CITY AND STATE ELEVATION: 910 THRE: 888 FACILITY PROCEDURE NO.!AMDT NO./ EFFECTIVE DATE: SuUp:
ANKENY, 1A AIRPORT NAME: IDENTIFIER: 1LLS OR LOC RWY 36, AMDT 2
ANKENY RGNL AMDT: 1
I-FVH 2 MAY 2013
DATED:  07/02/2009
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