
RNAV-STANDARD Bearings, headings, courses, and radials are mag-etic. Elevations and altitudes are in feet, MSL, except 

US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uliess otherwise indicated. Ceilings are in feet 

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 aro.e airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which 
are in statute miles or in feet RVR. 

TERMINAL ROUTES MISSED APPROACH 

FROM TO COURSE AND DISTANCE ALTITUDE LPV:DA 

CON VORTAC GUNTY(FO) 087.81 /50.26 3000 
LNAVNNAV: DA 
LNAV: RW25 

MHTVORIDME GUNTY(FO) 062.74/53.71 2400 
CLIMB TO 1000 THEN CLIMBING LEFT TURN TO 2400 DIRECT 

SAPPE (IAF) GUNTY (NOPn (FB) 263.81 /20.75 2400 GUNTY AND HOLD. 

GUNTY (I FilA F) ZIRMU (FB) 255.51 /6.10 1800 

ZIRMU (FAF) RW25 (MAP) (FO) 255.43/4.76 

RW25(MAP) 1000 MSL 255.43 1000 

1000 MSL GUNTY (FO) 2400 
ADDITIONAL FUGHT DATA: 

FAS OBST: 419 AAO 432541N/0703815W 
DISTANCE TO THLD FROM 263 HATH: 0.66 NM. 
CHART VDP AT 1.26 MILES TO RW25* 
*LNAV ONLY. 
WAAS CHANNEL# 53521 
REFERENCE PATH ID: W25A 

1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF L TP HAE: 44.4 M 
--

2. HOLD E GUNTY, RT, 255.51 INBOUND, 2400 FT. IN LIEU OF PT (IAF) 

3. FAC: 255.43 FAF: ZIRMU DIST FAF TO MAP: 4.76 THLD: 4.76 
4. MIN. ALT: GUNTY 2400, ZIRMU 1800 

5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GSANT: ---6. MIN GS INCPT: 1800 GS ALT AT:ZIRMU 1800 OM: MM: IM: 
7. GSANGLE: 3.00 TCH:52.0 34:1 IS NOT CLEAR 

8. MSA FROM: RW25 3600 MAG VAR: 17W EPOCH YEAR: 1990 

MINIMUMS 

TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: N A I STANDARD@ 

CATEGORY =====> A 8 c D E 

DHIMDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HATIHAA DHIMDA VIS HAT/HAA DH/MDA VIS HAT/HAA 
LPVDA 496 1 263 496 1 263 496 1 263 496 1 263 
LNAVNNAVDA 675 1 3/8 442 675 1 3/8 442 675 1 3/8 442 675 1 3/8 442 

LNAV MDA 680 1 447 680 1 447 680 1118 447 680 1118 447 

CIRCLING 760 1 516 760 1 516 760 1 112 516 860 2 616 

NOTES: 
CHART NOTE: INOPERATIVE TABLE DOES NOT APPLY TO LPV OR LNAV CATS AlB. @ NA WHEN LOCAL WEATHER NOT AVAILABLE. 
CHART NOTE: BARO-VNAV NA WHEN USING ROCHESTER, NH ALTIMETER SETTING. 
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAVNNAV NA BELOW -15C (SF) OR ABOVE 54C (130F). ., 

CHART NOTE: FOR INOPERATIVE ODALS, INCREASE LNAVNNAV ALL CATS VISIBILITY TO 11/2 AND LNAV CATS 
(SEE FORM 8260-10) 
CITY AND STATE ELEVATION: 244 THRE: 233 FACIUTY PROCEDURE NOJAMDT NOJEFFECTIVE DATE: SUP: 

SANFORD, ME AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 25, ORIG-A AMDT: ORIG 
RNAV 

SANFORD SEACOAST RGNL DATED 05/05/2011 
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US DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV-STANDARD 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitUdes unless otherwise indicated. 

INSTRUMENT APPROACH PROCEDURE- TITLE 14 CFR PART 97.33 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

NOTES, (CONT.): 
C/D VISIBILITY TO 1 318. 

CHART NOTE: DMEIDME RNP-0.3 NA. 
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT MHT VOAIDME ON V106 SOUTHWEST BOUND AND AT SAPPE 
ON V268 NORTHEAST BOUND. 

CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT. 
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE ROCHESTER, NH ALTIMETER SETTING: 
INCREASE LPV DA TO 534; INCREASE LNAVNNAV DA TO 713 AND VISIBILITY ALL CATS 1/8 MILE; INCREASE 
ALL MDA 40 FEET AND LNAV CATS C/D VISIBILITY 1/8 MILE; FOR INOPERATIVE ODALS, INCREASE LNAVNNAV 
ALL CATS VISIBILITY TO 1 5/8 AND LNAV CATS C/D VISIBILITY TO 1 3/8. 

CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 3/4 SM NOT AUTHORIZED 

CITY AND STATE 
SANFORD, ME 

ELEVATION: 244 

AIRPORT NAME: 
THRE: 233 FACIUTY 

IDENTIFIER: 
PROCEDURE NO./ AMDT NOJEFFECTIVE DATE: 

RNAV (GPS) RWY 25, ORIG-A 
RNAV 

SANFORD SEACOAST RGNL 

FAA FORM 8260-10 I April 2006 (Computer Generated) 

SUP: 

AMDT: ORIG 

DATED: 05/05/2011 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICE- FAR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in staMe miles or in feet RVR. 

FAS DATA BLOCK INFORMATION 

DATA FIELD 

OPERATION TYPE 
SBAS SERVICE PROVIDER IDENTIFIER 
AIRPORT IDENTIFIER 
RUNWAY 
APPROACH PERFORMANCE DESIGNATOR 
ROUTE INDICATOR 
REFERENCE PATH DATA SELECTOR 
REFERENCE PATH IDENTIFIER (APPROACH ID) 
L TP/FTP LATITUDE 
L TP/FTP LONGITUDE 
L TP/FTP ELLIPSOIDAL HEIGHT 
FPAP LATITUDE 
FPAP LONGITUDE 
THRESHOLD CROSSING HEIGHT (TCH) 
TCH UNITS SELECTOR (METERS OR FEET USED) 
GLIDEPATH ANGLE (GPA) 
COURSE WIDTH AT THRESHOLD 
LENGTH OFFSET 
HORIZONTAL ALERT LIMIT (HAL) 
VERTICAL ALERT LIMIT (VAL) 

CRC REMAINDER 

ADDITIONAL PATH POINT RECORD INFORMATION 

ICAOCODE 
L TP ORTHOMETRIC HEIGHT 
FPAP ORTHOMETRIC HEIGHT 

CITY AND STATE 

SANFORD, ME 

ELEVATION: 244 

AIRPORT NAME: 

THRE: 233 

SANFORD SEACOAST RGNL 

FAA FORM 8260-1 0 I April 2006 (Computer Generated) 

DATA 

0 
0 
KSFM 
RW25 
0 

0 
W25A 
432343.0920N 
0704201.8975W 
+00444 
432256.3400N 
0704345.9300W 
00052.0 
F 
03.00 
106.75 
0920 
40.0 
50.0 

2696DE8A 

K6 
+00710 
+00710 

FACIUTY 
IDENTIFIER: 

RNAV 

PROCEDURE NO./ AMDT NOJEFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 25, ORIG-A 

AMDT: ORIG 

DATED: 05/05/2011 
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U.S. DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES -FAR PART 97.33 

ARINC PACKET - 424-18 - RNAV (GPS) 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical mites unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUS AD 
SUSAD 

CON 
MHT 

K6011290VTLA N43131123W071343163 
K6011440VDL N42520670W071221031 

N43131123W071343163W0150007151 
N42520670W071221031W0150004711 

NARCONCORD 
NARMANCHESTER 

1 2 3 
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAEAENRT 
SUSAEAENRT 
SUSAEAENRT 

GUNTY K60 
SAPPE K60 
ZIRMU K60 

w 
c 
w 

N43292430W070291948 
L N43373755W070030743 

N43261273W070362821 

W0156 
W0159 
W0156 

NAR 
NAR 
NAR 

GUNTY 
SAPPE 
ZIRMU 

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KSFMK6ASFM 0 063YHN43233770W070422880W017000244 1800018000C MNAR SANFORD SEACOAST RGNL 

1 2 3 4 5 6 7 8 9 0 1 2 3 
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

-------------------------
_________ ..., __ 

----- ------------------- ------------------- ------------------
SUSAP KSFMK6FR25 ACON 010CON K6D OV IF 18000 A JS 
SUSAP KSFMK6FR25 ACON 020GUNTYK6EAOEY 020TF 08780503 + 03000 A JS 
SUSAP KSFMK6FR25 ACON 030GUNTYK6EAOEE AR HF 25550040 + 02400 A JS 
SUSAP KSFMK6FR25 AMHT 010MHT K6D OV IF 18000 A JS 
SUSAP KSFMK6FR25 AMHT 020GUNTYK6EAOEY 020TF 06270537 + 02400 A JS 
SUSAP KSFMK6FR25 AMHT 030GUNTYK6EAOEE AR HF 25550040 + 02400 A JS 
SUSAP KSFMK6FR25 ASAPPE 010SAPPEK6EAOE A IF 18000 A JS 
SUSAP KSFMK6FR25 ASAPPE 020GUNTYK6EAOEE B 010TF 26380208 + 02400 A JS 
SUSAP KSFMK6FR25 R 010GUNTYK6EAOE I IF + 02400 18000 A JS 
SUSAP KSFMK6FR25 R 020ZIRMUK6EA1E F 051TF 25550061 + 01800 RW25 K6PGA JS 
SUSAP KSFMK6FR25 R 020ZIRMUK6EA2WALPV ALNAV/VNAV ALNAV JS 
SUSAP KSFMK6FR25 R 030RW25 K6PGOGY M 031TF 25540048 00285 -300 A JS 
SUSAP KSFMK6FR25 R 040 0 M CA 2554 + 01000 A JS 
SUSAP KSFMK6FR25 R 050GUNTYK6EAOEY L DF + 02400 A JS 
SUSAP KSFMK6FR25 R 060GUNTYK6EAOEE R HM 25550040 + 02400 A JS 

3 
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KSFMK6GRW25 0063892554 N43234309W070420190+0100 +0044400233038852100R 

pp 1234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567a$012 

CITY AND STATE 
SANFORD, ME 

ELEVATION: 244 THRE: 233 

AIRPORT NAME: 
SANFORD SEACOAST RGNL 

FAA FORM 8260 -10 I April 2006 (Computer Generated) 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 25, ORIG-A 

AMDT: ORIG 

DATED: 05/05/2011 
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U.S. DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES- FAR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL. 
except HAT, HAA, TCH, and RA Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

SUSAP KSFMK6PR25 RW25 001 OOOOW25AON4323430920W07042018975+004440300N4322563400W07043459300106750920000520F4005002696DEBA 
SUSAP KSFMK6PR25 RW25 002E +00710+00710LPV 53521 

1 2 3 4 5 6 7 8 9 0 1 2 3 
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP KSFMK6SRW25 K6PG 

CITY AND STATE 
SANFORD, ME 

0 18018003625 

ELEVATION: 244 THRE: 233 

AIRPORT NAME: 
SANFORD SEACOAST RGNL 

FACILITY 
IDENTIFIER: 

M 

4 

:;,.· 
PROCEDURE NO. I AMDT NO. I EFFECTIVE DATE: SUP: 

RNAV (GPS) RWY 25, ORIG·A 
AMDT: ORIG 

f"'.l 

r-

I RNAV DATED: 05/05/2011 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 

FLIGHT STANDARDS SERVICES- FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR. 

ARINC SUMMARY - 424-18 - RNAV (GPSl 

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG(TRUE) DISTANCE ALTITUDE SPEED 

CON CON 010 IF FB 
CON GUNTY 020 TF FO 2.0 087.8(070.8T) 050.3 AA 03000 
CON GUNTY 030 IAF HF R FO 255.5(238.5T) 004.0 AA 02400 
MHT MHT 010 IF FB 
MHT GUNTY 020 TF FO 2.0 062.7(045.7T) 053.7 AA 02400 
MHT GUNTY 030 IAF HF R FO 255.5(238.5T) 004.0 AA 02400 
SAPPE SAPPE 010 IAF IF FB 
SAPPE GUNTY 020 TF FB 1.0 263.8(246.8T) 020.8 AA 02400 

GUNTY 010 FACF IF FB AA 02400 
ZIRMU 020 FAF TF FB 0.5 255.5(238.5T) 006.1 AA 01800 
RW25 030 MAP TF FO 0.3 255.4(238.4T) 004.8 AT 00285 

MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG(TRUE) DISTANCE ALTITUDE SPEED 

040 CA FB 255.4(238.4T) AA 01000 
GUNTY 050 DF L FO AA 02400 
GUNTY 060 HM R FO 255.5(238.ST) 004.0 AA 02400 

POINT DATA WAY POINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS 

CON N431311. 23 W0713431.63 N4313.187 W07134. 527 
MHT N425206.70 W071:2210.31 N4252.112 W07122.172 
GUNTY N432924.30 W0702919.48 N4329.405 W07029.325 
SAPPE N433737.55 W0700307.43 N4337.626 W07003.124 
ZIRMU N432612.73 W0703628.21 N4326.212 W07036.470 
RW25 N432343.09 W0704201.90 N4323.718 W07042.032 

RUNWAY DATA THRESHOLD 
RWY ELEVATION TCH 

RW25 00233 52 

.<iAJ.i, 
I$ ..,L 

4 

~-~ .(::. <:) 
-,~-c ·'. 

CITY AND STATE ELEVATION: 244 THRE: 233 FACILITY PROCEDURE NO./ AMDT NO.I EFFECTIVE DATE: SUP: 
SANFORD, ME AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 25, ORIG-A 

SANFORD SEACOAST RGNL 

I 
AMDT: ORIG 

RNAV DATED: 05/05/2011 
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