US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

RNAV (RNP) - STANDARD,
INSTRUMENT APPROACH PROCEDURE,
" TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.  Cellings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM To COURSE AND DISTANCE ALTITUDE |RNP: DA
TOCUD ?rg\g VOR/DME (TF) (FB) (RNP 198.13 /16,55 12900
A B NP 1, 251.47/8.55 11000 CLIMB 1O 14000 ON TRACK 186.51 TO ZEKUG AND ON TRACK
DNW VOR/DME (IAF) ZIBIV (TF) (FB) (RNP 1.00) s1.471 193.18 TO KICNE AND HOLD, CONTINUE CLIMB-IN-HOLD TO 14000.
ZIBIV (IF) ZOSUV (TF) (FB) (RNP 0.50) 231.70/4.26 9800
ZOSUV WOMRU (TF) (FB) (RNP 0.50) 205.38/ 4.00 8700
WOMRU YUSGU (TF) (FB) (RNP 0.50) 186.55 / 2.69 8000
(SEE FORM 8260-10) ADDITIONAL FLIGHT DATA:
HOLD S, RT, 012,59 INBOUND.
CHART FAS OBST: 6569 TREE 433749N/1104244W
DISTANCE TO THLD FROM 515 HATH: 1.46 NM.
ROUTE TYPE: A, H
ROUTE TYPE QUALIFIER1: F
ROUTE TYPE QUALIFIER2: S
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) #TCH 6500.2 MSL. (DO NOT CHART)
2. PROFILE STARTS AT ZIBIV
3. FAC: 186.53 FAF: DIST FAF TO MAP: THLD:
4. MIN. ALT: ZIBIV 11000, ZOSUV 9800, WOMRU 8700, YUSGU 8000
5. DIST TO THLD FROM OM: 471 MM M: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 8000 GS ALT AT:YUSGU 8000 OM: MM: IM:
7. GS ANGLE: 3.0 TCH:49.7#  34:11S NOT CLEAR
8. MSA FROM: RW19 15000 MAG VAR: 13E EPOCH YEAR: 2005
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD
CATEGORY ==z=== A B c D E
DH/IMDA| VIS |HAT/HAA|DH/MDA | VIS [HAT/HAAIDH/MDA | vis [HAT/HAA|{DH/MDA [ VIS |HAT/HAA|DH/MDA| VIS |HAT/HAA
AUTHORIZATION REQUIRED
“RNP 0.30 DA 6966 1172 515 6966 1112 515 6966 11/2 515 NA
NOTES:
CHART NOTE: *MISSED APPROACH REQUIRES A MINIMUM CLIMB OF 205 FEET PER NM TO 11000.
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, PROCEDURE NA BELOW -27C (-16F) OR ABOVE 54C S A
(130F). ;
CHART NOTE: GPS REQUIRED. 4 o
{SEE FORM 8260-10) Oy, 0
CITY AND STATE ELCEVATION: 6451 THRE: 6451 FACILITY PROCEDURE NO.JAMDY NO./EFFECTIVE DATE:  iSUP: 14
JACKSON HOLE 7MARCH 2013 DATED  06/30/2011
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and alfitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV (RNP) - STANDARD, c in foet above fevation. Dista in nautical mile ise indica
INSTRUMENT APPROACH PROCEDURE, - TITLE 14 CFR PART 97.33 oncore oiRon whi ore b statts s or B Teat FVRL el Milas uriess othorwise Indlcated,
TERMINAL ROUTES, (CONT.):
FROM TO COURSE AND DISTANCE ALTITUDE

YUSGU (FAF) RW18 (MAP) (TF) (FO) 186.83/4.71 -
RW18 (MAP) ZEKUG (TF) (FB) (RNP 186.51/4.25

1.00)
ZEKUG KICNE (TF) (FO) (RNP 193.18/22.04 14000

1.00)
NOTES, (CONT.):

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON DNW VOR/DME AIRWAY RADIALS 219 CW 267.
CHART PLANVIEW NOTE AT TOCUD: (RNP 0.50).

CHART PLANVIEW NOTE AT DNW VOR/DME: (RNP 0.50).

CHART NOTE: FOR INOPERATIVE MALS, INCREASE *RNP 0.30 VISIBILITY ALL CATS TO 1 3/4.

Sy
2
. &, x;:?‘
CITY AND STATE ELEVATION: 6451 THRE: 6451 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE:  fgyp. RNAV (RNP) Z RWY
JACKSON, WY AIRPORT NAME: IDENTIFIER: RNAV (RNP) Y RWY 19, AMDT 1 P
RNAV AMDT: .
7 MARCH 2013
JACKSON HOLE [paTED:  0E3O2011
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
———-“—RNW iNSTRUMENT APPROACH PROCEDURE Cellings are in feet above aiport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (RNP)

1 2 3 4 5 [ 7 8 3 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567850123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD DNW K1011720VDHW N43454180W110200771 N4349418B0W110200771E0150077302 NARDUNOIR
1 2 3 4 5 6 7 8 9 Q 1 2 3
WP 1234567890123456785012345678901234567890123456789012345678901234567850123456789012345678901234567890123456789012345678390123456783012
SUSAEAENRT KICNE K10 C N43130765W110551671 EQL20 NAR KICHE
SUSAEAENRT TOCUD K10 R L N44035275W110081840 BOl1l8 NAR TOCUD
SUSAEAENRT WOMRU K10 W N43435416W110403712 BOl20 NAR WOMRU
SUSAEAENRT YUSGU K10 C N43412202W110415157 E0120 NAR YUSGU
SUSAEAENRT ZEKUG K10 W N43325531W110455873 BE0120 NAR ZEKUG
SUSAEAENRT ZIBIV K10 W N43485178W1103158255 EQ119 NAR ZIB1v
SUSAEAENRT ZOSUV Kio W N43470237W110371160 E0119 NAR Zosuv
i 2 3 4 5 6 7 8 9 0 1 2 3

ATIRPORT 1234567890123456789012345678901234567850123456'78901234567850123456789012345678901234567850123456785012345678901234567890123456785012

SUSAP KJACKIAJAC 0 063YHN43362640W110441530E013006451 1800018000C MNAR JACKSON HOLE

1 2 3 4 g & 7 8 9 0 1 2 3
SEGMENT 12345678%0123456789012345678501234567850123456789012345678901234567890123456789012345678901234567890123456789012345678%0123456789012

SUSAP KJACK1FH18-Y ATOCUD 0l0TOCUDK1EAOE IF 18000 A FS
SUSAP KJACKLFHIL®-Y ATOCUD 020DNW K1D OV A OlQTF + 12900 A FS
SUSAP KJACKL1FH1%-Y ATOCUD 030ZIBIVKIEAOEE B O10TF + 11000 A F8
SUSAP KJACKLIFH19-Y H OL0ZIBIVKIEAGE I Ir + 11000 18000 A FS
SUSAP KJACK1FH18-Y H 011Z0SUVK1EAQE 051TF + 039800 A FS
SUSAP KJIACKIFH19-Y H 012WOMRUK1EAQE 051TF + 08700 A FS
SUSAP KJACK1FH1S~Y H 020YUSGUK1EALE F 051TF + 08000 RW13 K1PGA FS
SUSAP KJACK1FH1S-Y H 020YUSGUK1EA2W A031 FS
SUSAP KJACK1FH19-Y H 030RW19 K1PGOGY M 031TF 06500 ~300 A FS
SUSAP KJACK1FH19-Y H C40ZEKUGKIEAQE M 0107TP A FS
SUSAP KJACK1FH19-Y H 050KICNEK1EAQEY 01lOTF + 14000 A FS
SUSAP KJACK1FH1S-Y H O60KICNEKIEAQEE R HM 01260080 + 14000 A FS
1 2 3 4 5 6 7 8 S 0 1 2 3

RUNWAY 123456789012345678501234567890123456789012345678301234567890123456789012345678901234567890123456789012345678901234567890123456785%012

SUSAP KJACKIGRW1S 0063001865 N43365573W110440160-0600 +1956806451000050150I1JACL

.Y
1 2 3 4 5 3 7 8 9 0 1 2 30 e
MSA 123456?890123456789012345678901234567890123456789012345578901234567890123456?89012345678901234567890123456789012345678901234567B§bl24 o
™y
A
CITY AND STATE ELEVATION: 6451 THRE: 6451 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SyUP: RNAV {RNFyZRWY
JACKSON, WY AIRPORT NAME: IDENTIFIER: RNAV (RNP) Y RWY 19, AMDT 1 — 18
JACKSON HOLE RNAV 7 MARCH 2013 . ORIGB
DATED:  06/30/2011
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U.5. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

—RNAV (RNP) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and aititudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Allitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

SUSAP XKJACK1SRW1S3 K1PG s} 18018015025 M
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CITY AND STATE ELEVATION: 8451 THRE: 6451 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gyp. W
JACKSON, WY AIRPORT NAME: IDENTIFIER: RNAV (RNP) Y RWY 19, AMDT 1 19
JACKSON HOLE 7 MARCH 2013 AMDT:  ORIGB
RNAV
DATED:  06/30/2011
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

— . _RNAV (RNP) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.,
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY -~ 424-18 - RNAV (RNP)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG {TRUE) DISTANCE ALTITUDE SPEED
TOCUD TQCUD 010 IF FB
TOCUD DNW 020 IAF TF FB 1.0 AR 12800
TOCUD ZIBIV 030 TF FB 1.0 AA 11000
ZIBIV 010 FACF Ir FB AA 11000
zZosuv 011 TF FB 0.5 AA 03800
WOMRU 012 TF FB 0.5 AA 08700
YUSGU 020 FAF TF FB 0.5 AA Q8000
RW19 030 MAP TF FO 0.3 AT 06500
MISSED APPROACH FIiX SEQ USE PATH TURN FO/FB RNP MAG {TRUE) DISTANCE ALTITUDE SPEED
ZEKUG 040 TF FB 1.0
KICNE 050 TF PO 1.0 AR 14000
KICNE Q60 HM R FO 012.6(025.6T) 008.0 AA 14000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
DNW N434541.80 W1102007.71 N4349.697 W11020.129
KICNE N431307.69 W1105916.71 N4313.128 W11059.279
TOCUD N440352.75 W1100818.40 N4403.879 W11008.307
WOMRU N434354.16 W1104037.12 N4343.303 W11l040.619
YUSGU N434122.02 W11041%1.57 N4341.367 W11041.860
ZEXUG N433255.31 W1104558.73 N4332,922 W11045.979
ZIBIV N434851.78 W1103152.55 N4348.863 W11031.876
2080V N434702.37 W11l03711.60 N4347.040 W11037.183
RW1S N433685.73 W1104401.60 N4336.9289 W11044.027
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW19 06451 50
YAt
L .
.5
S "~
CITY AND STATE ELEVATION: 6451 THRE: 6451 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup. mvm?:mwv‘
JACKSON, WY AIRPORT NAME: IDENTIFIER: RNAV (RNP) Y RWY 19, AMDT 1
JACKSON HOLE 7 MARCH 2013 AMDT:  ORIGB
RNAV DATED:  06/30/2011
FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page g of & Pages
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