
RNAV-STANDARD Bearings, headings, courses, and radials are l!la!JlBiic. Elevationsandaltitudesare in feet, MSL, exa!Jll 

US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Celings are in feet 

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 abole airport elellation. Distan:es are in nautical miles unless cihefwise indicated, except visibilities which 
are in statute miles or in feet RVR. 

TERMINAL ROUTES MISSED APPROACH 

FROM TO COURSE AND DISTANCE ALTITUDE LP: RW05 

TRVVORTAC JEKOL (FO) 279.59/7.90 2000 
LNAV: RW05 

BAIRN HODSO (FB) 129.35/23.37 2000 
CLIMB TO 2000 DIRECT POKME AND ON TRACK 090.12 TO HASUP 

HODSO(IAF) JEKOL (NOPT) (FB) 121.04/ 6.50 2000 AND HOLD. 

CUSMO(IAF) JEKOL (NOPT) (FB) 023.99/14.01 2000 

JEKOL (IF/IAF) NAMHO(FB) 051.02/5.50 1600 

NAMHO (FAF) ZATOP/2.60 NM TO RW05 (FB) 051.06 I 2.24 

(SEE FORM 8260·10) 
ADDITIONAL FLIGHT DATA: 

HOLD SE, RT, 301.05 INBOUND. 
CHART FAS OBST: 124 TREE 274824N/0803003W 
CHART FAS OBST: 134 TREE 274819N/0802958W 
CHART W-497B. 
WAAS CHANNEL # 90427 
REFERENCE PATH ID: W05A 

1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF, NAMHO TO RW04: 3.00/40. 

2. HO"'i:i5"Sw JEKOL, RT, 051.02 INBOUND, 2000 FT. IN LIEU OF PT (IAF) 
-- L TP HAE: ·22.3 M 

3.FAC: 051.06 FAF: NAMHO DIST FAF TO MAP: 4.84 THLD: 4.84 

4. MIN. ALT: JEKOL 2000, NAMHO 1600, ZATOP/2.60 NM TO RW05 880 

5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GSANT: 

6. MIN GS INCPT: GSALTAT: OM: MM: IM: 

7. GSANGLE: TCH: 34:1 IS NOT CLEAR 

8. MSAFROM: RW051600 MAGVAR:6W EPOCH YEAR: 2010 

MINIMUMS 

TAKEOFF: SEE FAA FORM 8260·15A FOR THIS AIRPORT ALTERNATE: N A xl 
CATEGORY =====> A B c D E 

DH/MDA VIS HAT/HAA DHIMDA VIS HAT/HAA DHIMDA VIS HAT/HAA DH/MDA VIS HAT/HAA DH/MDA VIS HAT/HAA 
LPMDA 380 1 362 380 1 362 380 1 362 NA 

LNAVMDA 400 1 382 400 1 382 400 11/8 382 NA 

CIRCLING 500 1 479 500 1 479 500 11/2 479 NA 

NOTES: 
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE VERO BEACH ALTIMETER SETTING AND : i I 

INCREASE ALL MDA 40FT, AND INCREASE LP AND LNAV CAT C VISIBILITY 1/8 MILE. ·:·/' .... J".;.. 
CHART NOTE: DMEIDME RNP-0.3 NA. \~i ' 
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT BAIRN ON V267 NORTHBOUND. • (\ .(jlJ 
(SEE FORM 8260-10) ~t;"r-:r-• ; 

CITY AND STATE I ELEVATION: 21 THRE: 18 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP: KNAV \UI"';:IJ t'(VYT 4 

SEBASTIAN, FL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 5, ORIG·B AMDT: ORIG·A 
RNAV 

SEBASTIAN MUNI DATED 09/20/2012 
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US DEPARTMENT OF TRANSPORTATION· FEDERAL AVIATION ADMINISTRATION 

RNAV ·STANDARD 
INSTRUMENT APPROACH PROCEDURE ·TITLE 14 CFR PART 97.33 

TERMINAL ROUTES, (CONT.): 

Bearings, headings, courses, and radials are magnetic. Elewtions and altitudes are In feet, MSL, 
except HAT, HAA, TCH, and RA. Altltudes are minimum altitudes unless otheiWise indicated. 
Ceilings are in feet above alpert elewtion. Distances are In nautical miles unless otheiWise lndical8d, 
except visibilities which are in statute miles or in feet RVR. 

FROM TO COURSE AND DISTANCE ALTITUDE 
ZATOP/2.60 NM TO RW05 

RW05(MAP) 

380MSL 

POKME 

NOTES, (CONT.): 

RW05 (MAP) (FO) 

380MSL 

POKME (FB) 

HASUP(FO) 

051.08/2.60 

051.08 

090.12/9.70 

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON TRV VORTAC AIRWAY RADIALS 200 CW 350. 
CHART NOTE: PROCEDURE NA AT NIGHT. 
CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 1 SM NOT AUTHORIZED. 

CITY AND STATE 

SEBASTIAN, FL 
ELEVATION: 21 

AIRPORT NAME: 

THRE: 18 

SEBASTIAN MUNI 

FAA FORM 8260-10 I April2006 (Computer Generated) 

FACIUTY 
IDENTIFIER: 

RNAV 

2000 

~·~- ~- .. / 

PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP: RNAV (GPS) RWY 4 

RNAV (GPS) RWY 5, ORIG-B 
AMDT: ORIG·A 

DATED: 09/20/2012 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICE· FAR PART 97.33 

Bearings. headings, courses, and radials are magnetic. Elevations and altitudes are in feet. MSL. 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
except visibilities which are in statute miles or in feet RVR. 

FAS DATA BLOCK INFORMATION 

DATA FIELD 

OPERATION TYPE 
SBAS SERVICE PROVIDER IDENTIFIER 
AIRPORT IDENTIFIER 
RUNWAY 
APPROACH PERFORMANCE DESIGNATOR 
ROUTE INDICATOR 
REFERENCE PATH DATA SELECTOR 
REFERENCE PATH IDENTIFIER (APPROACH 10) 
LTP/FTP LATITUDE 
L TP/FTP LONGITUDE 
L TP/FTP ELLIPSOIDAL HEIGHT 
FPAP LA11TUDE 
FPAP LONGITUDE 
THRESHOLD CROSSING HEIGHT (TCH) 
TCH UNITS SELECTOR (METERS OR FEET USED) 
GLIDEPATH ANGLE (GPA) 
COURSE WIDTH AT THRESHOLD 
LENGTH OFFSET 
HORIZONTAL ALERT LIMIT (HAL) 
VERTICAL ALERT LIMIT (VAL) 

CRC REMAINDER 

ADDITIONAL PATH POINT RECORD INFORMATION 

ICAOCODE 
L TP ORTHOMETRIC HEIGHT 
FPAP ORTHOMETRIC HEIGHT 

CITY AND STATE 

SEBASTIAN, FL 
ELEVATlON: 21 

AIRPORT NAME: 

THRE: 18 

SEBASTIAN MUNI 

FAA FORM 8260-10 I April 2006 (Computer Generated) 

~ 

0 
0 
X26 
RW05 
0 

0 
W05A 
274831.2675N 
0803001.1200W 
-00223 
274934.3400N 
0802849.9500W 
00040.0 
F 
03.00 
106.75 
1520 
40.0 
0.0 

31868306 

K7 
+00055 
+00055 

FACILITY 
IDENTIFIER: 

RNAV 

PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP: RNAV (GPS) RWY 4 

RNAV (GPS) RWY 5, ORIG-B 
AMDT: ORIG-A 

DATED: 09/20/2012 
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U.S. DEPARTMENT OF TRANSPORTATION- FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES -FAR PART 97.33 

ARINC PACKET - 424·18 - RNAV (GPS) 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

R~VAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAD TRV K7011730VTHA N27404233W080292301 N27404233W080292301W0070000112 NARTREASURE 

w:? 1234567890123456789012345678901234567890123456789012345678901234567890123456789D1234567890123456799o1234567890123456789o123456789012 ____ ,. ____ .,. __________ 
-------- --------- - .,. _____ 

--------- --------
_ ________ .., __ 

--------------~--
SUSAEAENRT BAIRN K70 c L N27565237W081065435 W00 59 NAR BAIRN 
SUSAEAENRT CUSMO K70 c L N27275018W080430850 W0061 NAR CUSMO 
SUSAEAENRT HAS UP K70 w N27532392W080144441 W0065 NAR HAS UP 
SUSAEAENRT HODSO K70 w N27435749W080445409 W0061 NAR HOD SO 
SUSAEAENRT JEKOL K70 w N27411182W080381606 W0062 NAR JEKOL 
SUSAEAENRT NAMHO K70 w N27450557W080335301 W0062 NAR NAMHO 
SUSAEAENRT POKME K70 w N27522456W080253764 W0064 NAR POKME 
SUSAEAENRT ZATOP K70 w N27464082W080320568 W0063 NAR ZATOP 

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP X26 K7AX26 0 040YHN27484765W080294410W006000021 1800018000C MNAR SEBASTIAN MUNI 

SEGMENT 123456789012345678901234567890123456789Ql2345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 
------- ----~~------------------------------- ---------
SUSAP X26 K7FR05 ABAIRN 010BAIRNK7EAOE IF 
SUSAP X26 K7FR05 ABAIRN 020HODSOK7EAOE A 020TF 
SUSAP X26 K7FR05 ABAIRN 030JEKOLK7EAOEE B 010TF 
SUSAP X26 K7FR05 ACUSMO 010CUSMOK7EAOE A IF 
SUSAP X26 K7FR05 ACUSMO 020JEKOLK7EAOEE B 010TF 
SUSAP X26 K7FR05 ATRV 010TRV K7D OV IF 
SUSAP X26 K7FR05 ATRV 020JEKOLK7EAOEY 020TF 
SUSAP X26 K7FR05 ATRV 030JEKOLK7EAOEE AR HF 
SUSAP X26 K7FR05 R 010JEKOLK7EAOE I IF 
SUSAP X26 K7FR05 R 020NAMHOK7EA1E F 051TF 
SUSAP X26 K7FR05 R 020NAMHOK7EA2WALP N 
SUSAP X26 K7FR05 R 021ZATOPK7EAOE S 031TF 
SUSAP X26 K7FR05 R 030RW05 K7PGOGY M 031TF 
SUSAP X26 K7FR05 R 040 0 M CA 
SUSAP X26 K7FROS R OSOPOKMEK7EAOE DF 
SUSAP X26 K7FR05 R 060HASUPK7EAOEY 010TF 
SUSAP X26 K7FR05 R 070HASUPK7EAOEE R HM 

CITY AND STATE 
SEBASTIAN, FL 

ELEVATION: 21 THRE: 18 

AIRPORT NAME: 
SEBASTIAN MUNI 

FAA FORM 8260 -10 I April 2006 (Computer Generated) 

-------- ----------- - --------- --------- - ---------------
18000 A JS 

12940234 + 02 000 A JS 
12100065 + 02000 A JS 

18000 A JS 
02400140 + 02000 A JS 

18000 A JS 
27960079 + 02000 A JS 
05100040 + 02000 A JS 

+ 02000 18000 A JS 
05100055 + 01600 RW05 K7PGA JS 

ALNAV JS 
05110022 v 0088000886 -300 A JS 
05110026 00058 -300 A JS 
0511 + 00380 A JS 

A JS 
0901 + 02000 A JS 
30110040 + 02000 A JS 

FACILITY 
IDENTIFIER: 

PROCEDURE NO. I AMDT NO./ EFFECTIVE DATE: SUP: 
RNAV (GPS) RWY 5, ORIG-B 

AMDT: ORIG·A 
RNAV 

DATED: 09/20/2012 
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U.S. DEPARTMENT OF TRANSPORTATION • FEDERAL AVIATION ADMINISTRATION 

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES- FAR PART 97.33 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA. TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456799012 

SUSAP X26 K7GRW05 0040240511 N27483127W080300112+0100 -0022300018000040075R 

1 2 3 4 5 6 7 8 9 0 1 2 3 
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP X26 K7PR05 RW05 001 OOOOW05AON2748312675W08030011200-002230300N2749343400W08028499500106751520000400F40000031868306 
SUSAP X26 K7PR05 RWOS 002E +00055+00055LP 90427 

1 2 3 4 5 6 7 8 9 0 1 2 3 
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012 

SUSAP X26 K7SRWOS K7PG 

CITY AND STATE 
SEBASTIAN, FL 

0 18018001625 

ELEVATION: 21 THRE: 18 

AIRPORT NAME: 
SEBASTIAN MUNI 

FAA FORM 8260 -10 I April 2006 (Computer Generated) 

. FACILITY 
IDENTIFIER: 

I RNAV 

M 

PROCEDURE NO. I AMDT NO. I EFFECTIVE DATE: SUP: l'<nAv l"'"l:>JI'tVVT 4 

RNAV (GPS) RWY 5, ORIG-B 
AMDT: ORIG-A 

DATED: 09120/2012 

Page 5 of 6 Pages 

clive bond
Typewritten Text
10 JANUARY 2013



U.S. DEPARTMENT OF TRANSPORTATION • FEDERAL AVIATION ADMINISTRATION 

RNAV (GP8) STANDARD INSTRUMENT APPROACH PROCEDURE 
FLIGHT STANDARDS SERVICES ·FAR PART 97.33 

ARINC SUMMARY • 424·18 -

ROUTES TRANSITION 

BAIRN 
BAIRN 
BAIRN 
CUSMO 
CUSMO 
TRV 
TRV 
TRV 

MISSED APPROACH 

POINT DATA 

RUNWAY DATA 

CITY AND STATE 
SEBASTIAN, FL 

RNAV (GPS) 

FIX SEQ USE PATH 

BAIRN 010 IF 
HODSO 020 IAF TF 
JEKOL 030 TF 
CUSMO 010 IAF IF 
JEKOL 020 TF 
TRV 010 IF 
JEKOL 020 TE' 
JEKOL 030 IAF HF 
JEKOL 010 FACF IF 
NAMHO 020 FAF TF 
ZATOP 021 SDF TF 
RW05 030 MAP TF 

FIX SEQ USE PATH 

040 CA 
POKME 050 DF 
HAS UP 060 TF 
HAS UP 070 HM 

WAYPOINT LAT IN SECS 

TRV N274042.33 
BAIRN N275652.37 
CUSMO N272750.18 
HAS UP N275323.92 
HODSO N274357.49 
JEKOL N:274111. 82 
NAMHO N274505.57 
POKME N275224.56 
ZATOP N274640.82 
RWOS N274831.27 

THRESHOLD 
RWY ELEVATION TCH 

RWOS 00018 40 

ELEVATION: 21 THRE: 18 

AIRPORT NAME: 
SEBASTIAN MUNI 

FAA FORM 8260 -10 I Apnl 2006 (Computer Generated) 

TURN FO/FB 

FB 
FB 
FB 
FB 
FB 
FB 
FO 

R FO 
FB 
FB 
FB 
FO 

TGRN FO/FB 

FB 
FB 
FO 

R FO 

LONG IN SECS 

W0802923.01 
W0810654.35 
W0804308.50 
W0801444.41 
W0804454.09 
W0803816.06 
W0803353.01 
WOB02537.64 
W0803205.68 
W0803001.12 

FACILITY 
IDENTIFIER: 

I RNAV 

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA Altitudes are minimum altitudes unless otherwise indicated. 
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise 
indicated, except visibilities which are in statute miles or in feet RVR. 

RNP MAG(TRUE) DISTANCE ALTITUDE SPEED 

2.0 129.4 (123 .4T) 023.4 AA 02000 
1.0 121.0 ( 115. OT) 006.5 AA 02000 

1.0 024.0(018.0T) 014.0 AA 02000 

2.0 279.6(273.6Tl 007.9 AA 02000 
051.0(045.0T) 004.0 AA 02000 

AA 02000 
0.5 051.0 (045. OT) 005.5 AA 01600 
0.3 051.1(045.1T) 002.2 AA 00880 GS 00886 
0.3 051.1 (045.1T) 002.6 AT 00058 

RNP MAG(TRUE) DISTANCE ALTITUDE SPEED 

051.1(045.1T) AA 00380 

1.0 090.1 (084 .1T) AA 02000 
301.1 (295 .1 T) 004.0 AA 02000 

LAT IN MINS LONG IN MINS 

N2740.706 W08029.384 
N2756.873 W08106.906 
N2727. 836 W08043.142 
N2753.399 W08014.740 
N2743.958 W08044.902 
N2741.197 W08038.26B 
N2745.093 W08033.884 
N2752.409 W08025.627 
N2746.680 W08032.095 
N2748.521 W08030.019 

PROCEDURE NO./ AMDT NO./ EFFECTIVE DATE: SUP: KNAV (l.iPl>) KWY 4 

RNAV (GPS) RWY 5, ORIG·B 
AMDT: ORIG·A 

DATED: 09/20/2012 
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