U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
NDB STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - TITLE 14 CFR PART 97.27

courses, and radials are magnetic. Elevationsand altitudes are in feet, MSL,
fincicatad,

Baarings, headings,
except HAT, HAA, TCH, and RA. Altitudes arm minimum altitudes unless otherwise

Cedings are in feet ahove airport slevation. Dﬁhmamhmtmmmw
excopt visibilities which are in statute miles or infeet RVR.

TERMINAL ROUTES - - ] MISSED APPROACH
FROM T0 I COURSE AND DISTANCE | ALTITUDE | MAP: 2.46 MILES AFTER JHN NDB
LBL VORTAC JHN NDB 303.35/50.89 5500 ~ :
- CLIMB TO 5500 THEN RIGHT TURN DIRECT JHN NDB AND HOLD.
ADDITIONAL FLIGHT DATA: ,
HOLD N, RT, 174.37 INBOUND.
CHART FAS OBST: 3474 TREE 373640N/1014526W
-JHN NDB TO RW17: 3.20/40
CHART AIRPORT ELEV: 3325
1.PT _L__ SIDE OF COURSE 351.37 QUTBOUND_ 5500 FT WITHIN 10 |10 _MILES OF JHN NDB {IAF)
. _— .
3.FAC 171.37 FAF JHNNDB DIST FAF TOMAP 246 THLD 246
4.MIN. ALT JHN NDB 4200 ' -
[8. MSAFROM: JHN NDB 340-185 4300, 185-340 5300 MAGVAR:7E  EPOCH YEAR:2010
MINIMUMS SR
TAKEOFF: SEE FAAFORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA [x |
CATEGORY =====> A B C D E ,
MDA VIS |HAT/HAA| MDA | VIS  |HAT/HAA| MDA VIS |HAT/HAA| MDA VIS [HATHAA| MDA VIS HATHAA
B7 3780 1 456 3780 456 | 3760 11/4 456 3760 112 | 45 v
CIRCLING 3780 1 455 3840 515 3840 112 515 3880 2 585

NOTES:
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE LIBERAL ALTIMETER SETTING AND INCREASE
ALL MDA 180 FEET. INCREASE S-17 CAT C/D VISIBILITY 1/2 MILE, INCREASE CIRCLING CAT C VISIBILITY
1/2 MILE AND CAT D 1/4 MILE. WJ,
] _ %m{é’
CITY AND STATE ELEVATION: 3325 TDZE: 3324 FACILTY  |PROCEDURE NOJAMDT NOJEFFECTIVE DATE:  |sup
" JOHNSON, KS RPORT NAME: IDENTIFIER: NDB RWY 17, AMDT 2 .
£ & JHN AMDT 1
L STANTON COUNTY MUNI 18 NOV 2010 [DATE 111252004
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