U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

VOR/DME STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97. 23

Bearings, headings,
MSL, except HAT, HAA, TCH, and RA. Altiludes are minimum alitudes unless otherwise
indicated. Ceilings are in feet above airport slevation. Distances are in nautical miles unless

otherwise indicated, except visibilities which are in stalute miles or in leet RVR.

courses, and radials are magnetic. Elevatlions and alitudes are in feel.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |MAP: LAA R-170/8.35
R-208 LAA VORTAC CCW (IAF) | R-238 LAA VORTAC .00 DME ARC
» - CLIMB TO 6000 VIA LAA R-170 TO LAA VORTAC AND HOLD.
R-238 LAA VORTAC CCW R-170 LAA VORTAC 20.00 DME ARC 6000
R-048 LAA VORTAC CW (IAF) R-170 LAA VORTAC 20.00 DME ARC 6000
70720 14, .00/6. -

LAA R-170/20.00 00 DME 350.00/6.00 (LAA R-170) 5700 P T TR T

HOLD N, RT, 168.73 INBOUND

FAS OBST: 3944 T/L (06-0832) 380205/1024006

4069 WINDMILL (06-0332) 375822/1024248

FAC CROSSES RWY C/L EXTENDED 1137 FROM THLD
1.PT _NA SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF)
2. PROFILE STARTS AT LAA R-170.00/20.00
3 FAC 350.00  FAF LAA R-170.00/14.00 DIST FAFTOMAP -  THLD 5.5
4. MIN. ALT 20.00 DME 6000, 14.00 DME 5700, 10.50 DME 4460
8. MSA FROM: LAA VORTAC 5800 MAG VAR: 126 EPOCH YEAR: 1965

MINIMUMS
TAKEOFF: | | STANDARD | X | SEE FAA FORM 8260-15 FOR THIS AIRPORT ALTERNATE: NA | |STANDARD
CATEGORY =====> A 8 c D E
MDA VIS [HATHAA| MDA VIS [HAT HAA| MDA VIS [HAT/HAA| MDA VIS [HAT/ HAA| MDA VIS [HAT/ HAA
S-36 4200 1 496 4200 1 496 4200 11/4 496 4200 11722 496
CIRCLING 4200 1 496 4220 1 516 4240 1172 536 4260 2 556
NOTES:
CITY AND STATE ELEVATION: 3704  TDZE. 3704 | FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: [gyp
AIRPORT NAME: IDENTIFIER: 11 SEP 97
AMDT  ORIGINAL
LAMAR, CO LAMAR MUNI LAA VOR/DME RWY 36, AMDT 1 DATE 11/30/94

FAA FORM 8260 - 5/ February 1995 (computer generated)
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